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The hydraulically driven, fully automatic SPT hammer provides a consistent 30ǌ (762mm) drop of the enclosed slug at a variable
blow count range from 0-53 blows per minute. Both the standard duty and heavy-duty hammers are available in two

types ï self-compensating hammer or swing-arm style. The hammers are easily adapted to any drill with a twin feed cylinder design. 
Other rigs can also be upgraded. When ordering, please be sure to order one each of the hammer assembly and the interchangeable 

slugs. Specify rig make, model and year when ordering. Meets ASTM-D-1586-84 standard and spec in every state.

Description Part No. 
B-59 (140# self-compensating - std duty) 21034-02
B-59 (140# swing arm - std duty) 21034-03
B-59 (300# self-compensating - heavy duty) 21034-04
B-59 (300# swing arm - heavy duty) 21034-05
B-57/B-58/B-61 (140# self-compensating - std duty) 21034-06
B-57/B-58 (140# swing arm - standard duty) 21034-07
B-61 (140# swing arm - standard duty) 21034-08
B-57/B-58/B-61 (300# self-compensating - hvy duty) 21034-09
B-57/B-58 (300# swing arm - heavy duty) 21034-10
B-61 (300# swing arm - heavy duty) 21034-11

#219022 (140 lb) and #219023 (170 lb) to be used with ýeldkits 21034-02, 21034-03, 21034-06, 21034-07, and 21034-08.
#219044 (300 lb), #219045 (340 lb) and #219046 (140 lb) to be used with ýeld kits 21034-04, 21034-05, 21034-09,21034-10, and 21034-11.
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